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(57) ABSTRACT

A power-up initial circuit includes a power-up control unit, a
first switch and a second switch. The power-up control unit is
used for receiving a high voltage start-up signal, and gener-
ating a first power-up control signal. The first switch has a first
terminal for receiving an external voltage, a second terminal
for coupling to the power-up control circuit for receiving the
first power-up control signal, and a third terminal. The second
switch has a first terminal coupled to the third terminal of the
first switch, a second terminal for coupling to the power-up
control circuit for receiving the first power-up control signal,
and a third terminal for coupling to a high voltage generator.
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1
POWER-UP INITTIAL CIRCUIT

CROSS REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of U.S. Provisional
Application No. 61/515,327, filed on Aug. 5, 2011 and
entitled “Novel Power-up Initial Circuit,” the contents of
which are incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a power-up initial circuit,
and particularly to a power-up initial circuit that not only can
increase a power-up capability, but can also reduce a side
effect or a latch-up effect not wanted by a user.

2. Description of the Prior Art

Please refer to FIG. 1. FIG. 1 is a diagram illustrating a
power-up initial circuit 100 according to the prior art. When a
high voltage start-up signal VHES does not start up a high
voltage generator 102, the power-up initial circuit 100 utilizes
an N-type metal-oxide-semiconductor transistor 104 to fix a
voltage of a node A at a voltage VCC-Vth, where VCC is an
internal supply voltage, Vth is a threshold voltage of the
N-type metal-oxide-semiconductor transistor 104, and the
high voltage start-up signal VHES is generated by a power-up
circuit. When the high voltage start-up signal VHES stars up
the high voltage generator 102, the high voltage generator 102
generates an internal high voltage VIH, where the internal
high voltage VIH is higher than the voltage VCC-Vth.

In an advanced metal-oxide-semiconductor transistor pro-
cess, the internal supply voltage VCC is gradually reduced
with an advance of the metal-oxide-semiconductor transistor
process, so the voltage VCC-Vth is also gradually reduced.
Because the voltage VCC-Vth is gradually reduced, a power-
up capability of the power-up initial circuit 100 is reduced,
and the power-up initial circuit 100 may exhibit a side effect
or a latch-up effect not wanted by a user. Therefore, the
power-up initial circuit 100 is not a good power-up initial
circuit for the user.

SUMMARY OF THE INVENTION

An embodiment provides a power-up initial circuit. The
power-up initial circuit includes a power-up control unit, a
first switch, and a second switch. The power-up control unitis
used for receiving a high voltage start-up signal, and gener-
ating a first power-up control signal. The first switch has a first
terminal for receiving an external voltage, a second terminal
coupled to the power-up control unit for receiving the first
power-up control signal, and a third terminal. The second
switch has a first terminal coupled to the third terminal of the
first switch, a second terminal coupled to the power-up con-
trol unit for receiving the first power-up control signal, and a
third terminal for coupling to a high voltage generator.

The present invention provides a power-up initial circuit.
The power-up initial circuit utilizes a power-up control unitto
determine turning-on and turning-off of a first switch and a
second switch, or turning-on and turning-off of the first
switch, the second switch, and a third switch, and utilizes
turning-on and turning-off of a high voltage generator to
control a voltage of a third terminal of the second switch.
Therefore, compared to the prior art, a power-up capability of
the present invention can not be reduced with decrease of an
external voltage (the external voltage is decreased with an
advanced metal-oxide-semiconductor transistor process),
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and the present invention can also not exhibit a side effect or
a latch-up effect not wanted by a user.

These and other objectives of the present invention will no
doubt become obvious to those of ordinary skill in the art after
reading the following detailed description of the preferred
embodiment that is illustrated in the various figures and draw-
ings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a diagram illustrating a power-up initial circuit
according to the prior art.

FIG. 2 is a diagram illustrating a power-up initial circuit
according to an embodiment.

FIG. 3 is a diagram illustrating a power-up initial circuit
according to another embodiment.

FIG. 4 is a diagram illustrating states of the first power-up
control signal, the high voltage start-up signal, the first
switch, and the second switch, and voltages of the nodes A
and B.

FIG. 5 is a diagram illustrating the voltage of the node A
and the external voltage.

FIG. 6 is a diagram illustrating a power-up initial circuit
according to another embodiment.

FIG. 7 is a diagram illustrating a power-up initial circuit
according to another embodiment.

FIG. 8 is a diagram illustrating states of the first power-up
control signal, the second power-up control signal, the high
voltage start-up signal, the first switch, the second switch, and
the third switch, and voltages of the nodes A and B.

FIG. 9 is a diagram illustrating the voltages of the nodes A
and B, the internal voltage, and the external voltage.

DETAILED DESCRIPTION

Please refer to FIG. 2. FIG. 2 is a diagram illustrating a
power-up initial circuit 200 according to an embodiment. The
power-up initial circuit 200 includes a power-up control unit
202, a first switch 204, and a second switch 206. The power-
up control unit 202 is used for receiving a high voltage start-
up signal VHES, and generating a first power-up control
signal FPCS, where the high voltage start-up signal VHES is
generated by a power-up circuit. The first switch 204 has a
first terminal for receiving an external voltage VEXT, a sec-
ond terminal coupled to the power-up control unit 202 for
receiving the first power-up control signal FPCS, and a third
terminal. The second switch 206 has a first terminal coupled
to the third terminal of the first switch 204, a second terminal
coupled to the power-up control unit 202 for receiving the first
power-up control signal FPCS, and a third terminal coupled to
a high voltage generator 208, where the high voltage genera-
tor 208 is further used for receiving the high voltage start-up
signal VHES. The first switch 204 and the second switch 206
can be P-type metal-oxide-semiconductor transistors. But,
the present invention is not limited to the first switch 204 and
the second switch 206 being P-type metal-oxide-semicon-
ductor transistors. That is to say, the first switch 204 and the
second switch 206 can be N-type metal-oxide-semiconductor
transistors or transmission gates. As shown in FIG. 2, the
power-up control unit 202 includes a first inverter 2022 and a
second inverter 2024. A voltage source of the first inverter
2022 is the external voltage VEXT, and a voltage source of the
second inverter 2024 is a voltage of a node A, where the
voltage of the node A is the same as an output voltage of the
high voltage generator 208. The first inverter 2022 has a first
terminal for receiving the high voltage start-up signal VHES,
and a second terminal. The second inverter 2024 has a first
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terminal coupled to the second terminal of the first inverter
2022, and a second terminal coupled to the second terminal of
the first switch 204 and the second terminal of the second
switch 206 for outputting the first power-up control signal
FPCS. As shown in FIG. 3, the second terminal of the first
switch 204 can be directly coupled to the high voltage start-up
signal VHES according to another embodiment. That is to
say, the high voltage start-up signal VHES can be regarded as
a part of the power-up control unit 202.

Please refer to FIG. 4 and FIG. 5. FIG. 4 is a diagram
illustrating states of the first power-up control signal FPCS,
the high voltage start-up signal VHES, the first switch 204,
and the second switch 206, and voltages of the nodes A and B,
and FIG. 5 is a diagram illustrating the voltage of the node A
and the external voltage VEXT. As shown in FIG. 2, FIG. 4,
and FIG. 5, in state 1, because the high voltage start-up signal
VHES is at a low voltage VL, the high voltage generator 208
is turned off according to the high voltage start-up signal
VHES. Meanwhile, the power-up control unit 202 generates
the first power-up control signal FPCS having a low voltage
VL' according to the high voltage start-up signal VHES.
Therefore, the first switch 204 and the second switch 206 are
turned on according to the first power-up control signal FPCS.
Because the first switch 204 and the second switch 206 are
turned on, and the high voltage generator 208 is turned off, a
voltage of the third terminal of the first switch 204 (the node
B) and a voltage of the third terminal of the second switch 206
(the node A) are equal to the external voltage VEXT. As
shown in FIG. 2, FIG. 4, and FIG. 5, in state 2 (transient),
because the high voltage start-up signal VHES is at a high
voltage VH, the high voltage generator 208 is turned on to
generate and output an internal high voltage VIH according to
the high voltage start-up signal VHES. Meanwhile, the
power-up control unit 202 generates the first power-up con-
trol signal FPCS having a high voltage VH' according to the
high voltage start-up signal VHES. Therefore, the first switch
204 and the second switch 206 are turned off according to the
first power-up control signal FPCS. Because the first switch
204 and the second switch 206 are turned off, the voltage of
the third terminal of the first switch 204 (the node B) is
floating. Because the high voltage generator 208 outputs the
internal high voltage VIH, the internal high voltage VIH starts
to charge the third terminal of the second switch 206 (the node
A). That is to say, a voltage VEXT" of the third terminal of the
second switch 206 (the node A) is between the external volt-
age VEXT and the internal high voltage VIH. As shown in
FIG. 2, FIG. 4, and FIG. 5, in state 3, the high voltage start-up
signal VHES is still at the high voltage VH, and because the
high voltage generator 208 is turned on according to the high
voltage start-up signal VHES, the high voltage generator 208
still outputs the internal high voltage VIH, where the first
switch 204 and the second switch 206 are still turned off
according to the first power-up control signal FPCS. Because
the first switch 204 and the second switch 206 are still turned
off, the voltage of the third terminal of the first switch 204 (the
node B) is floating. Because the high voltage generator 208
still outputs the internal high voltage VIH, the voltage of the
third terminal of the second switch 206 (the node A) is equal
to the internal high voltage VIH.

In addition, in another embodiment of the present inven-
tion, the power-up initial circuit 200 includes the high voltage
generator 208. In addition, the present invention is not limited
to the states of the power-up control unit 202 in FIG. 2, and the
first power-up control signal FPCS and the high voltage start-
up signal VHES in FIG. 4. Any configuration in which the
power-up control unit, the first power-up control signal, and
the high voltage start-up signal can utilize the first switch and
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the second switch to realize a result in FIG. 5 falls within the
scope of the present invention.

Please refer to FIG. 6. FIG. 6 is a diagram illustrating a
power-up initial circuit 500 according to another embodi-
ment. A difference between the power-up initial circuit 500
and the power-up initial circuit 200 is that the power-up initial
circuit 500 further includes a third switch 510. The third
switch 510 has a first terminal for receiving an internal volt-
age VINT, where the internal voltage VINT is lower than the
external voltage VEXT, a second terminal coupled to the
power-up control unit 202 for receiving the second power-up
control signal SPCS generated by the power-up control unit
202, and a third terminal coupled to the third terminal of the
first switch 204. The third switch 510 can be a P-type metal-
oxide-semiconductor transistor. But, the present invention is
not limited to the third switch 510 being a P-type metal-oxide-
semiconductor transistor. That is to say, the third switch 510
can also be an N-type metal-oxide-semiconductor transistor
or a transmission gate. In addition, the power-up control unit
202, the first switch 204, the second switch 206, and the high
voltage generator 208 in FIG. 6 are the same as the power-up
control unit 202, the first switch 204, the second switch 206,
and the high voltage generator 208 in FIG. 2, so further
descriptions thereof are omitted for simplicity. In another
embodiment of the present invention (as shown in FIG. 7), the
second terminal of the first switch 204 of the power-up initial
circuit 500 is coupled to the first terminal of the first inverter
2022 for receiving the high voltage start-up signal VHES.

Please refer to FIG. 8 and FIG. 9. FIG. 8 is a diagram
illustrating states of the first power-up control signal FPCS,
the second power-up control signal SPCS, the high voltage
start-up signal VHES, the first switch 204, the second switch
206, and the third switch 510, and voltages of the nodes A and
B, and FIG. 9 is a diagram illustrating the voltages of the
nodes A and B, the internal voltage VINT, and the external
voltage VEXT. As shown in FIG. 6, FIG. 8, and FIG. 9, in state
1, because the high voltage start-up signal VHES is at the low
voltage VL, the high voltage generator 208 is turned off
according to the high voltage start-up signal VHES. Mean-
while, the power-up control unit 202 generates the first
power-up control signal FPCS having the low voltage VL' and
the second power-up control signal SPCS having the high
voltage VH' according to the high voltage start-up signal
VHES. Therefore, the first switch 204 and the second switch
206 are turned on according to the first power-up control
signal FPCS, and the third switch 510 is turned off according
to the second power-up control signal SPCS. Because the first
switch 204 and the second switch 206 are turned on, and the
high voltage generator 208 is turned off, a voltage of the third
terminal of the first switch 204 (the node B) and a voltage of
the third terminal of the second switch 206 (the node A) are
equal to the external voltage VEXT. As shown in FIG. 6, FIG.
8, and FIG. 9, in state 2 (transient), because the high voltage
start-up signal VHES is at the high voltage VH, the high
voltage generator 208 is turned on to generate and output the
internal high voltage VIH according to the high voltage start-
up signal VHES. Meanwhile, the power-up control unit 202
generates the first power-up control signal FPCS having the
high voltage VH' and the second power-up control signal
SPCS having the low voltage VL' according to the high volt-
age start-up signal VHES. Therefore, the first switch 204 and
the second switch 206 are turned off according to the first
power-up control signal FPCS, and the third switch 510 is
turned on according to the second power-up control signal
SPCS. Because the first switch 204 and the second switch 206
are turned off, and the third switch 510 is turned on, the
voltage of the third terminal of the first switch 204 (the node
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B) is equal to the internal voltage VINT. Because the high
voltage generator 208 outputs the internal high voltage VIH,
the internal high voltage VIH starts to charge the third termi-
nal of the second switch 206 (the node A). That is to say, a
voltage VEXT' of the third terminal of the second switch 206
(the node A) is between the external voltage VEXT and the
internal high voltage VIH. As shown in FIG. 6, FIG. 8, and
FIG. 9, in state 3, the high voltage start-up signal VHES is still
at the high voltage VH, and because the high voltage genera-
tor 208 is turned on according to the high voltage start-up
signal VHES, the high voltage generator 208 still outputs the
internal high voltage VIH, where the first switch 204 and the
second switch 206 are still turned off according to the first
power-up control signal FPCS and the third switch 510 is still
turned on according to the second power-up control signal
SPCS. Because the first switch 204 and the second switch 206
are still turned off, the voltage of the third terminal ofthe first
switch 204 (the node B) is still equal to the internal voltage
VINT. Because the high voltage generator 208 still outputs
the internal high voltage VIH, the voltage of the third terminal
of'the second switch 206 (the node A) is equal to the internal
high voltage VIH.

In addition, in another embodiment of the present inven-
tion, the power-up initial circuit 500 includes the high voltage
generator 208. In addition, the present invention is not limited
to the states of the power-up control unit 202 in FIG. 6, and the
first power-up control signal FPCS, the second power-up
control signal SPCS, and the high voltage start-up signal
VHES in FIG. 8. Any configuration in which the power-up
control unit, the first power-up control signal, the second
power-up control signal, and the high voltage start-up signal
can utilize the first switch, the second switch, and the third
switch to realize a result in FIG. 9 falls within the scope of the
present invention.

To sum up, the power-up initial circuit utilizes the power-
up control unit to determine turning-on and turning-off of the
first switch and the second switch, or turning-on and turning-
off of the first switch, the second switch, and the third switch,
and utilizes turning-on and turning-oft of the high voltage
generator to control the voltage of the third terminal of the
second switch. Therefore, compared to the prior art, a power-
up capability of the present invention can not be reduced with
decrease of the external voltage (the external voltage is
decreased with an advanced metal-oxide-semiconductor
transistor process), and the present invention can also not
exhibit a side effect or a latch-up effect not wanted by a user.

Those skilled in the art will readily observe that numerous
modifications and alterations of the device and method may
be made while retaining the teachings of the invention.
Accordingly, the above disclosure should be construed as
limited only by the metes and bounds of the appended claims.

What is claimed is:

1. A power-up initial circuit, comprising:

a power-up control unit for receiving a high voltage start-

up signal, and generating a first power-up control signal;

a first switch having a first terminal for receiving an exter-

nal voltage, a second terminal coupled to the power-up
control unit for receiving the first power-up control sig-
nal, and a third terminal; and

a second switch having a first terminal coupled to the third

terminal of the first switch, a second terminal coupled to
the power-up control unit for receiving the first power-
up control signal, and a third terminal for coupling to a
high voltage generator;

wherein the high voltage generator is turned on or off

according to the high voltage start-up signal, and poten-
tial of the third terminal of the second switch is equal to
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the external voltage or an internal high voltage accord-
ing to conditions of turning-on and turning-off of the
high voltage generator, the first switch, and the second
switch.

2. The power-up initial circuit of claim 1, wherein the high
voltage generator is further used for receiving the high volt-
age start-up signal.

3. The power-up initial circuit of claim 2, wherein when the
high voltage start-up signal is at a low voltage, the first switch
and the second switch are turned on according to the first
power-up control signal, the high voltage generator is turned
off according to the high voltage start-up signal, and potential
of'the third terminal of the first switch and the potential of the
third terminal of the second switch are equal to the external
voltage.

4. The power-up initial circuit of claim 2, wherein when the
high voltage start-up signal is at a high voltage, the first switch
and the second switch are turned off according to the first
power-up control signal, the high voltage generator is turned
on to generate and output the internal high voltage according
to the high voltage start-up signal, and the potential of the
third terminal of the second switch is equal to the internal high
voltage.

5. The power-up initial circuit of claim 1, wherein the first
switch and the second switch are P-type metal-oxide-semi-
conductor transistors.

6. The power-up initial circuit of claim 1, further compris-
ing the high voltage generator.

7. The power-up initial circuit of claim 1, further compris-
ing:

a third switch having a first terminal for receiving an inter-
nal voltage, a second terminal coupled to the power-up
control unit for receiving a second power-up control
signal generated by the power-up control unit, and a
third terminal coupled to the third terminal of the first
switch;

wherein a phase of the second power-up control signal is
opposite to a phase of the first power-up control signal.

8. The power-up initial circuit of claim 7, wherein the high
voltage generator is further used for receiving the high volt-
age start-up signal.

9. The power-up initial circuit of claim 8, wherein when the
high voltage start-up signal is at a low voltage, the first switch
and the second switch are turned on according to the first
power-up control signal, the third switch is turned off accord-
ing to the second power-up control signal, the high voltage
generator is turned off according to the high voltage start-up
signal, and potential of the third terminal of the first switch
and the potential of the third terminal of the second switch are
equal to the external voltage.

10. The power-up initial circuit of claim 8, wherein when
the high voltage start-up signal is at a high voltage, the first
switch and the second switch are turned off according to the
first power-up control signal, the third switch is turned on
according to the second power-up control signal, the high
voltage generator is turned on to generate and output the
internal high voltage according to the high voltage start-up
signal, and potential of the third terminal of the first switch is
equal to the internal voltage and the potential of the third
terminal of the second switch is equal to the internal high
voltage.

11. The power-up initial circuit of claim 8, wherein the
power-up control unit comprises:

a first inverter having a first terminal for receiving the high
voltage start-up signal, and a second terminal coupled to
the second terminal of the third switch for outputting the
second power-up control signal, wherein a phase of the
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second power-up control signal is opposite to a phase of
the high voltage start-up signal; and

a second inverter having a first terminal coupled to the

second terminal of the first inverter for receiving the
second power-up control signal, and a second terminal
coupled to the second terminal of the first switch and the
second terminal of the second switch for outputting the
first power-up control signal.

12. The power-up initial circuit of claim 7, wherein the
third switch is a P-type metal-oxide-semiconductor transis-
tor.

13. The power-up initial circuit of claim 11, wherein a
voltage source of the first inverter is the external voltage, and
a voltage source of the second inverter is the internal high
voltage.

14. The power-up initial circuit of claim 1, wherein the
power-up control unit comprises:

a first inverter having a first terminal for receiving the high

voltage start-up signal, and a second terminal; and

a second inverter having a first terminal coupled to the

second terminal of the first inverter, and a second termi-
nal coupled to the second terminal of the first switch and
the second terminal of the second switch for outputting
the first power-up control signal.
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15. The power-up initial circuit of claim 14, wherein a
voltage source of the first inverter is the external voltage, and
a voltage source of the second inverter is the internal high
voltage.

16. The power-up initial circuit of claim 7, further com-
prising the high voltage generator.

17. A power-up initial circuit, comprising:

a power-up control unit for receiving a high voltage start-

up signal, and generating a first power-up control signal;

a first switch having a first terminal for receiving an exter-

nal voltage, a second terminal coupled to the power-up
control unit for receiving the first power-up control sig-
nal, and a third terminal; and

a second switch having a first terminal coupled to the third

terminal of the first switch, a second terminal coupled to
the power-up control unit for receiving the first power-
up control signal, and a third terminal for coupling to a
high voltage generator;

wherein the high voltage generator is turned on or off

according to the high voltage start-up signal, and poten-
tial of the third terminal of the second switch is equal to
the external voltage when turning off the high voltage
generator caused by the high voltage start-up signal.
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